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The  core  saw  is  a  powerful  tool  in  the  process  of  analyzing  samples,  after  a  cut  it  leaves  an  excellent  
surface  to  make  detailed  description s and  take  photographs. It’s  powerful  engine  of  7.5 HP  and  one 
diamond  blade  of  easy  change,  (which brings a special grooving that optimizes the cutting process) 
achieve a  s m ooth s urface f or t he f ollowing a nalysis.

The  logic  control  system  makes  adjustments  to  the  advancing  speed  of  cutting  to  hold  constant  the 
relation  between  Hardness  Vs A dvancing  Speed;  to  compensate  for  differences  in  composition  and 
therefore  the  hardness  in  the  core.  A  protection  system  keeps  separate  the  mobile  parts  of  the  
machine,  ensuring  safety  for  the  operator  that  will  no  longer  be  exposed  to  potential  danger.  If  one  of 
the s e curity e lements i s t riggered t he m achine w ill a utomatically s top.

These  reasons  and  many  others  make  of  the  CORE  SAW  the  best  option  from  your  selection  when 
preparing c ores f or a nalysis.

CORE SLABBING MACHINE



CYCO SERVICES S.A.S

CORE ANALYSIS EQUIPMENT DIVISION

Services and Supplies for Oil Industries

Bogotá, Colombia

Cra. 18 No. 166- 59// TEL: 57 + 1 668 03 00

cyco@cycoservices.com//www.cycoservices.com
GroupC&CO 

Ingenio que transforma el mundo Código Nª  SC 

Services
C&CO 

TECHNICAL  S PECIFICATIONS

Engine B lade:  7 .5HP @  1 800 rpm /  5 .5 kW @  1 800 rpm
Maximum l ength o f c ut:  7 8”/2000 mm  or  39"/1000mm
Core S ize:  F rom 2 ” t o 6 ” (50.8-152.4mm)
Blade: D iamond Ø 16” (400mm) s tandard a nd e asy a dquisition  and  14" -  18"
Coolant:  W ater, B rine, L iquid Nitrogen  a nd M ineral O il
Safety: T ransparent b arriers t hat p revent p article s p lashing a nd s cattering
Operation:  M anual o r A utomatic
Power S ource: 2 20 Volt 6 0 Hz. 3  phases a nd g round
Wiring:  M eets I nternational S tandards.
Protection S ystem f or h ands s ince this s ystem s tops t he m achine i f i t i s a ctivated.

CORE SLABBING MACHINE

Two meters cutting version:
Weight: 785 net. aprox.
Dimensions: 3800x1640x850mm

One meter cutting version:
Weight: 650kg net. aprox.
Dimensions: 2800x1640x850mm

Dust collector
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